
SIGNS

1. All signs shall meet the requirements of MUTCD and City Traffic Engineering in effect at
the time of construction.

2. All Traffic Control Signs including multi-use paths shall be fabricated with 0.080 inch
aluminum blanks using high intensity prismatic reflective sheeting Type IV or better. STOP
signs shall be a minimum of 30"x30".

3. SPECIAL DESIGNATION signs by location and type shall adhere to City of Wilmington
signage plan (ie. downtown, historic, cross-city trail, parks, riverfront, scenic by-way, parking,
etc. ) and all associated policies.

4. POST MOUNTED STREET NAME SIGNS shall be fabricated with 9” extruded aluminum
street name sign blanks using a standard cut-out.  Minimum sign length is 18” long and
increasing in 6” increments to 54” maximum as dictated by the number of letters in the name.
The color scheme shall be white letters on a green background without a border. Generally,
in the downtown and historic areas or as designated in the City of Wilmington signage plan
the background shall be blue and contain a topper. 

5. Decorative sign posts shall consist of the NEX sign support system, 2" octagonal tube, 14
gauge, powder coated glossy black and include cap, post, base and wedge.

6. All other sign posts shall be u-channel posts made of galvanized steel with 8' posts 2lbs/ft
or 12' posts 3lbs/ft. Galvanized NEX post may be substituted with approval from the City
Signs and Markings Engineer.

7. OVERHEAD STREET NAME SIGNS shall be fabricated with 0.080 inch aluminum flat sign
blanks 18” in height using a standard cut-out. Sign length will be dictated by the number of
letters in the name. For mast-arm type traffic signal supports and other overhead support
systems refer to the design plans for maximum sign length.

8. All sign lettering, colors and fonts shall adhere to the MUTCD in effect at the time of
construction. Florescent Yellow-Green shall be used on signs, in place of Yellow, when listed
as an optional color in the MUTCD.  Generally, the font will be FHWA series fonts (Highway
Gothic.) Other font types require prior City Signs and Markings Engineer approval .

 LOCATION

9. Sign locations depend on the edge of road condition.  Generally, signs shall be a minimum
2' from face of a vertical curb, 4' from front of slope face curb, and 6' from edge of pavement
without curb. Signs shall not be located more than 12' from any of these locations.

10. Sign posts installed in dirt shall be buried a minimum of 36”.  Octagonal posts shall utilize
an anti-spin device, 6" in length minimum. Sign posts installed in concrete or brick shall
utilize a base cast in concrete 24" x 12" diameter.

 11. Street name signs shall be installed 8'-6" from the ground to the bottom of the sign. Street
name signs co-located with STOP signs shall be installed above the STOP sign. A 6” space
shall be maintained between the STOP sign and a Street name sign that is parallel to the
STOP sign face.  All other signs should be mounted per MUTCD guidelines for Urban Areas.
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